FIGURE 8

GROUNDING OF TELECOMMUNICATIONS SERVICE TO ELECTRIC SERVICE

NID, BET, or

(PREFERRED METHOD)

— To Protector Ground Terminal of NID, BET,
or Fused Station Protector

Fused Stotion}
Protector
N
A !
- - b joe———— Ground Clamp
_-_A_ __________________________ L) |t Electric Service Conduit
I
O O Electric
'l ] Service
=== 1 Equipment
Enclosure

{
!
]

o i e i e e et . . g . i A S0 o o e e

‘?— ot Metallic Conduit
Grounding Conductor — Grounding Conductor
Attachment Options. L Bremises Power
\\\ @mc h\\i Groun\c:iim;; Elec‘tmde
NN NN NS ) S
ONOTIIIIN ////\4\4/\ NN NN > />\/>\/;/\ >
SN SN
x,//\ /}\ SN ////\ //’/\ /j/\ N //\ //\ //\ //\ N /7\ VN /}\ >
_/\\/ \/N/\\/\\/’Q\/Q\/\\/Q\/\\/Q\/ < //\\\\/g\/\\/g
N NI N IO I IO PN N s NN I \/\
Ground Rod Clamp(_

att

accepted by Listing Agency (UL,

See Section 800—40(a) of ANSI/NFPA 70-1998 NEC®

Select one of the

@ Clamp must be
t

achment options shown above for the jnstallation.
em "'me”) must be

etc.). Cannector

accepted by a Nationally recognized testing laboratory.



