TABLE 2 TO §261.38. —MAXIMUM ALLOWABLE FEEDRATES FOR EMISSION-

COMPARABLE FUEL CONSTITUENTS

Constituent Gas Flowrate-
Chemical Name CAS Number Normalized Feedrate Limit
(ugldsr:m)1
Hydrocarbons
Benzene 71-43-2 5.33E+04
Naphthalene 91-20-3 3.20E+05
Toluene 108-88-3 1.20E+06
Benzo[a]anthracene 56-55-3 1.60E+03
Benzo[b]fluoranthene 205-99-2 2.00E+02
Benzolk]fluoranthene 207-08-9 1.00E+03
Benzol[a]pyrene 50-32-8 5.00E+01
Chrysene 218-01-9 1.80E+03
Dibenzola,h]anthracene 52-70-30 4.00E+02
7,12-Dimethylbenz[a]anthracene 57-97-6 2.00E+02
Fluoranthene 206-44-0 6.10E+03
Indeno(1,2,3-cd)pyrene 193-39-5 1.00E+03
3-Methylcholanthrene 56-49-5 2.00E+02
Oxygenates
Acetophenone 98-86-2 3.60E+05
Acrolein 107-02-8 3.60E+05
Allyl alcohol 107-18-6 3.60E+05
Bis(2-ethylhexyl)phthalate [Di-2ethylhexyl phthalate] 117-81-7 3.60E+05
Butyl benzyl phthalate 85-68-7 3.60E+05
0-Cresol [2-Methyl phenol] 95-48-7 3.60E+05
m-Cresol [3-Methyl phenol] 108-39-4 3.60E+05
p-Cresol [4-Methyl phenol] 106-44-5 3.60E+05
Di-n-butyl phthalate 84-74-2 3.60E+05
Diethyl phthalate 84-66-2 3.60E+05
2,4-Dimethylphenol 105-67-9 3.60E+05
Dimethyl phthalate 131-11-3 3.60E+05
Di-n-octyl phthalate 117-84-0 3.60E+05
Endothall 145-73-3 3.60E+05
Ethyl methacrylate 97-63-2 3.60E+05
2-Ethoxyethanol [Ethylene glycol monoethyl ether] 110-80-5 3.60E+05
Isobutyl alcohol 78-83-1 3.60E+05
Isosafrole 120-58-1 3.60E+05
Methyl ethyl ketone [2-Butanone] 78-93-3 3.60E+05
Methyl methacrylate 80-62-6 1.80E+05
1,4-Naphthoquinone 130-15-4 3.60E+05
Phenol 108-95-2 3.60E+04
Propargyl alcohol [2-Propyne-1-ol] 107-19-7 3.60E+05
Safrole 94-59-7 3.60E+05
' To determine the maximum allowable mass feedrate per unit time to the combustor, "ug/min," of an emission-
comparable fuel constituent, multiply the gas flowrate-normalized feedrate limit, "ug/dscm," times the gas
flowrate of the combustor, "dscm/min."




