Table 1 to §1042.101— Tier 3 Standards for Category 1 Engines Below 3700 kW *

Power Displacement Maximum Model PM NOx+HC
Density and (L/cyl) Engine Power Year (g/kW-hr) (g/kW-hr) ®
Application

kW <19 2009+ 0.40 7.5
i 2009-2013 0.30 75
All disp.<0.9 19 <kW <75
2014+ 0.30 4.7
disp.<0.9 kW =175 2012+ 0.14 54
0.9 <disp.<1.2 all 2013+ 0.12 54
1.2 <disp.<2.5 2014-2017 0.11 5.
=asp KW < 600 ¢
2018+ 0.10 5.6
Commercial kW > 600 2014+ 0.11 5.6
0w WitE 2 i 5 2013-201 0.11
kKW/L <35 .5 <disp. <3. KW < 600 013-2017 ; 5.6
2018+ 0.10 5.6
kW > 600 2013+ 0.11 5.6
3.5<disp.<7.0 2012-2017 0.11 5.8
=g KW < 600
2018+ 0.10 5.8
kW > 600 2012+ 0.11 5.8
disp. <0.9 kW =>175 2012+ 0.15 5.8
Commercial
engineg with 09< d!Sp <12 2013+ 0.14 5.8
kW/L > 35

and all 1.2 <disp.<2.5 2014+ 0.12 58

recreational . all
engines’ 25<disp.<3.5 2013+ 0.12 58
3.5<disp.<7.0 2012+ 0.11 58

* No Tier 3 standards apply for commercial Category 1 engines at or above 3700 kW. See §1042.1(c)
and paragraph (a)(7) of this section for the standards that apply for these engines.
® The applicable NOx+HC standards specified for Tier 2 engines in Appendix I of this part continue to
apply instead of the values noted in the table for commercial engines at or above 2000 kW. FELs for
these engines may not be higher than the Tier 1 NOx standard specified in Appendix I of this part.




