TABLE D-6. -- MISSING DATA SUBSTITUTION PROCEDURES FOR SULFUR,
DENSITY, AND GROSS CALORIFIC VALUE DATA

Parameter

Missing data substitution maximum potential value

O1il Sulfur Content

3.5 percent for residual oil, or
1.0 percent for diesel fuel.

Oil Density 8.5 Ib/gal for residual oil, or

7.4 Ib/gal for diesel fuel.

Oil GCV 19,500 Btw/Ib for residual oil, or 20,000 Btu/lb for diesel fuel.

1. For pipeline natural gas, where annual sampling is required, substitute
0.002 1b/mmBtu for each hour of the missing data period.

2. For natural gas (or other gaseous fuel that qualifies to use a default SO,
emission rate under section 2.3.6 of this appendix), where annual
sampling is required, substitute 1.5 times the default SO, emission rate in

Gas Total Sulfur Content use at the time of the missing data period.

3. For any gaseous fuel sampled daily, 1.5 times the highest total sulfur
content value from the previous 30 days on which valid samples were
obtained.

4, For any gaseous fuel sampled hourly, the highest total sulfur content value
from the previous 720 hourly samples.

Gas GCV/Heat 110,000 Btu/100 scf for pipeline natural gas, natural gas or landfill gas.
Content 150,000 Btu/100 scf for butane or refinery gas.

210.000 Btu/100 scf for propane or any other gaseous fuel.




