Table 7 of Appendix D to Part 213
Track Class 1 through 5 Amplitude Parameters (in inches)
for MCAT Simulations on Curved Track with Cant Deficiency > 6 Inches

Gage 56.5” Gage 57.0”
Class 1 Class 2 Class 3 Class 4 Class 5 Class 1 Class 2 Class 3 Class 4 Class 5
Max. Operating Speed (m.p.h.) 15 30 80 80 90 15 30 80 80 90
Max. Simulation Speed (m.p.h.)

MCAT Segment Paramet Segment Description
Hunting a
Gage Narrowing a2 (b)) (YN
Gage Widening a3 [(STEIED) (D)
Repeated Surface 89 (b)Y D)(iv) (b)(1)(iv)
Repeated Alinement a4 (b)(1Hv) (Y(1)(v)
Single Surface 210, 314 (b)) (b)(1)(vi)
Single Alinement 35, g (Y(Dviy (o}(1)(vi)
Short Warp 312 {b)(1}{viii) (p)(1){viiiy
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Wavelength A = 621t a7 0.833 0.833 0.833 0.583 0.417 0.833 0.833 0.833 0.583 0.417
ag 0.000 0.000 0.000 0.083 0.000 0.083 0.083 0.083 0.083 0.000
Qg 1.750 1.750 1.750 1.250 1.000 1.750 1.750 1.750 1.250 1,000
210 1.750 1,750 1.750 1.250 1.000 1.750 1.750 1.750 1.250 1.000
a1 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000 0.000
813 1.167 1.167 1.167 0.833 0.667 1.167 1.167 1.167 0.833 0.667




