PARTICULAR PACKING REQUIREMENTS OR
EXCEPTIONS:

1. For UN Nos. 0077, 0132, 0234, 0235 and 0236,
packagings must be lead free

2. For UN0160 and UNO161, when metal drums
(1A2, 1B2 or 1N2) are used as the outer packaging,
metal packagings must be so constructed that the risk
of explosion, by reason of increased internal pressure
from internal or external causes, is prevented.

3. For UN0160, UNO0161, and UNO0508, inner
packagings are not necessary if drums are used as the
outer packaging

4. For UN0508 and UN0509, metal packagings must
not be used. Packagings of other material with a small
amount of metal, for example metal closures or other
metal fittings such as those mentioned in part 178 of
this subchapter, are not considered metal packagings

Bags.

paper, kraft,
plastics

textile, sift-proof
woven plastics, sift-
proof
Receptacles.
fiberboard

metal

paper

plastics

wood

plastics, sift-proof

Boxes.

natural wood, ordinary (4C1)
natural wood, sift-proof walls
(4C2)

plywood (4D)

reconstituted wood (4F)
fiberboard (4G)

Drums.

steel (1A1 or 1A2)
aluminum (1B1 or 1B2)
other metal (IN1 or IN2)
plywood (1D)

fiber (1G)

plastics (1H1 or 1H2)
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Receptacles
PARTICULAR PACKING REQUIREMENTS OR  (Receptacles. Bags. Boxes.
EXCEPTIONS: metal plastics in metal natural wood, ordinary (4C1)
1. For liquid explosives, inner packagings must be plastics receptacles natural wood, sift-proof walls
surrounded with non-combustible absorbent wood Drums. (4C2)
cushioning material in sufficient quantity to absorb metal plywood (4D)
the entire liquid content. Metal receptacles should be Receptacles. reconstituted wood (4F)
cushioned from each other. The net mass of explosive Wood fiberboard (4G)
per package may not exceed 30 kg when boxes are Drums.

used as outer packaging. The net volume of explosive
in each package other than boxes must not exceed 120
liters

2. For UN 0075, 0143, 0495 and 0497 when boxes are
used as the outer packaging, inner packagings must
have taped screw cap closures and be not more than 5
liters capacity each. A composite packaging
consisting of a plastic receptacle in a metal drum
(6HA 1) may be used in lieu of combination
packagings. Liquid substances must not freeze at
temperatures above —15 °C (+ 5 °F)

3. For UNO144, intermediate packagings are not
necessary. Aluminum drums (1B1 and 1B2) and
metal, other than steel or aluminum, drums (IN1 and
IN2) must not be used.

plastics (1H1 or 1H2)
steel (1A1 or 1A2)
aluminum (1B1 or 1B2)
other metal (IN1 or IN2)
plywood (1D)

fiber (1G)

Specification MC-200
containers may be used for
transport by motor vehicle.
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Bags, Receptacles,

Sheets

[Not necessary
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