PARTICULAR PACKING REQUIREMENTS OR
EXCEPTIONS:

1. The following applies to UN 0006, 0009, 0010,
0015, 0016, 0018, 0019, 0034, 0035, 0038, 0039,
0048, 0056, 0137, 0138, 0168, 0169, 0171, 0181,
0182, 0183, 0186, 0221, 0238, 0243, 0244, 0245,
0246, 0254, 0280, 0281, 0286, 0287, 0297, 0299,
0300, 0301, 0303, 0321, 0328, 0329, 0344, 0345,
0346, 0347, 0362, 0363, 0370, 0412, 0424, 0425,
0434, 0435, 0436, 0437, 0438, 0451, 0459, 0488,
0502 and 0510. Large and robust explosives articles,
normally intended for military use, without their
means of initiation or with their means of initiation
containing at least two effective protective features,
may be carried unpackaged. When such articles have
propelling charges or are self-propelled, their ignition
systems must be protected against stimuli encountered
during normal conditions of transport. A negative
result in Test Series 4 on an unpackaged article
indicates that the article can be considered for
transport unpackaged. Such unpackaged articles may
be fixed to cradles or contained in crates or other
suitable handling devices.

2. Subject to approval by the Associate Administrator,
large explosive articles, as part of their operational
safety and suitability tests, subjected to testing that
meets the intentions of Test Series 4 of the UN
Manual of Tests and Criteria with successful test
results, may be offered for transportation in
accordance with the requirements of this subchapter.

[Boxes.

steel (4A)

aluminum (4B)

other metal (4N)

wood natural, ordinary (4C1)
wood natural, sift-proof walls
4C2)

plywood (4D)
reconstituted wood (4F)
fiberboard (4G)

plastics, expanded (4H1)
plastics, solid (4H2)
Drums.

steel (1A1 or 1A2)
aluminum (1B1 or 1B2)
other metal (IN1 or IN2)
plywood (1D)

fiber (1G)

plastics (1H1 or 1H2)
\Large Packagings.

steel (50A)

aluminum (50B)

metal other than steel or
aluminum (50N)

rigid plastics (S0H)
natural wood (50C)
plywood (50D)
reconstituted wood (50F)
rigid fiberboard (50G)

2. For UN 0030, 0255 and 0456, inner packagings are
not required when detonators are packed in pasteboard
tubes, or when their leg wires are wound on spools
with the caps either placed inside the spool or securely
taped to the wire on the spool, so as to restrict free
moving of the caps and to protect them from impact
forces.

3. For UN 0360, 0361 and 0500, detonators are not
required to be attached to the safety fuse, metal-clad
mild detonating cord, detonating cord, or shock tube.
Inner packagings are not required if the packing
configuration restricts free moving of the caps and
protects them from impact forces.

fiberboard
metal
plastics
wood
Reels.
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EXCEPTIONS: paper steel (4A)

1. For UN 0029, 0267 and 0455, bags and reels may |plastics aluminum (4B)

not be used as inner packagings. [Receptacles. other metal (4N)

wood, natural, ordinary (4C1)
natural wood, sift-proof walls
(4C2)

plastics, solid (4H2)
plywood (4D)

reconstituted wood (4F)
fiberboard (4G)

Drums.

steel (1A1 or 1A2)
Aluminum (1B1 or 1B2)
other metal (IN1 or IN2)
Plywood (1D)

fiber (1G)

plastics (1H1 or 1H2)
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