### PARTICULAR PACKING REQUIREMENTS OR EXCEPTIONS:

1. If the ends of UN0105 are sealed, no inner packagings are required.
2. For UN0101, the packaging must be silt-proof except when the fuse is covered by a paper tube and both ends of the tube are covered with removable caps.
3. For UN0101, steel or aluminum boxes or drums must not be used.

<table>
<thead>
<tr>
<th>Code</th>
<th>Description</th>
<th>Exception</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>141</td>
<td>Receptacles, Trays, Dividing partitions</td>
<td>Not necessary</td>
<td>Boxes, Drums</td>
</tr>
<tr>
<td>142</td>
<td>Bags, Receptacles, Sheets, Trays</td>
<td>Not necessary</td>
<td>Boxes, Drums</td>
</tr>
</tbody>
</table>

- **Bags.**
  - plastics
- **Reels.**
  - paper, kraft plastics
- **Sheets.**
  - wood
- **Receptacles.**
  - fiberboard
  - metal
  - plastics
  - wood
- **Trays, fitted with dividing partitions.**
  - plastics
  - wood
- **Dividing partitions in the outer packagings.**

- **Drums.**
  - steel (1A1 or 1A2)
  - aluminum (1B1 or 1B2)
  - other metal (1N1 or 1N2)
  - plywood (1D)
  - fiber (1G)
  - plastics (1H1 or 1H2)

- **Boxes.**
  - steel (4A)
  - aluminum (4B)
  - other metal (4N)
  - wood, natural, ordinary (4C1)
  - wood, natural, silt-proof walls (4C2)
  - plywood (4D)
  - reconstituted wood (4F)
  - fiberboard (4G)
  - plastics, solid (4H2)