FIGURE T4
THORAX IMPACT TEST SET-UP SPECIFICATIONS
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IMPACT PROBE SUPPORT
CABLES

ACCELEROMETER MOUNTED
WITH SENSITIVE AXIS IN LINE
WITH CENTERLINE OF TEST
PROBE LONGITUDINAL AXIS
(REF. SA572-T4)

16° NECK ANGLE
SETTING

WEIGHT *

CENTERLINE OR ARMS
HORIZONTAL +2°

NO. 3 RIB CENTERLINE TEST PROBE CENTERLINE

HORIZONTAL +0.5° HORIZONTAL =+0.5°

12° LUMBAR ANGLE (RELATIVE — |

TO LINE PERPENDICULAR TO ‘ I 12.7+1.0mm

18° PELVIC ANGLE OR 17")_ (0.50£0.04 1) _ _ ——

D-PLANE) AN\ IMPACT PROBE WEIGHT

- *,J == ‘; o INCLUDING ALL
——— | ' | T \[w_,__ INSTRUMENTATION AND
’L ‘ | ""‘“'““'Vw/ | 1/3 OF SUPPORT CABLE
| i )

6.89 =0.05kg (152£0.11b)

PELVIC ANGLE MEASUREMENT —
REFERENCE SURFACE 18° 41°
FROM HORIZONTAL

N

COMPLETE DUMMY ASSEMBLY 420.0000

~— FLAT, SMOOTH, RIGID,
CLEAN, DRY
SEATING SURFACE
HORIZONTAL + 0.5°

¥ 13 CABLE WEFIGHT NOT TO FXCFEFED 3% OF THE TOTAL TMPACT PROBE WFEIGHT



